Product Description

SSR Texture Additive is a polypropylene micro aggregate
designed to provide skid resistance in the ASTC floor
coatings without using a surface broadcast method or
sand.

The SSR 20 is a twenty grit, very light weight aggregate
that is mixed into the 5500 Polyurea/Aspartic products and
the 6000 Series Epoxy. SSR is added in very small
* amounts to impart a surface profile for non-skid when the
mixed coating is applied to a surface. The SSR is
incorporated into the A & B blend when the polymer
product is mixed and it is distributed thorough the coating
during the mixing process as well as when the mixed
product is applied to a surface.

The action of the rolling brings the aggregate close to the
surface of the coating providing an aggressive non-skid
surface while offering a completely encapsulated aggregate
that is well bonded into the matrix of the coating.
Aggressiveness of the SSR aggregate profile may be
eased by adding an additional coat of A & B mixed product
over the top of the aggregate in the first polymer coat while
still maintaining the surface appearance and skid
resistance.

Advantages & Properties
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ADDS SKID RESISTANCE TEXTURE AND PROFILE TO THE SURFACE
VERY SMALL MOUNTS ARE USED IN A PRODUCT MIX

DOES NOT HAVE TO BE SURFACE BROADCAST OVER A COATING
DOES NOT CHANGE THE PHYSICAL PROPERTIES OF THE COATING
WELL BONDED INTO THE BODY OF THE LIQUID PRODUCT
REDUCES SURFACE DIRT ACCUMULATION, EASY CLEANING

MAY BE SELECTIVELY ADDED TO SPECIFIC AREAS OF SURFACE
APPEARANCE BETTER THAN SAND

DECORATIVE FLOORS, CHIPS STILL VERY VISIBLE

EXCELLENT IN MARINE ENVIRONMENTS

HIGH HYDROLYTIC STABILITY

VERY LOW WEIGHT FOR SHIPPING

KEEPS SKID RESISTANCE COSTS DOWN
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Areas of Use

DECORATIVE FLOOR COATINGS
INDUSTRIAL FLOOR APPLICATIONS
COMMERCIAL STORE FLOORS
PARKING STRUCTURE SURFACES
FOOD PACKAGING, WET CONDITONS
FLOORS, COUNTER TOPS
ENTRANCES & EXIT AREAS

STAIRS, DECKS & BALCONYS

BASE PIGMENTED COATINGS

General Physical Characteristics

Solids 100%
Density 0.90
Melting Point °C 165-170

Particle Size Microns 20 grit 840

Color: White

Usage

Usage amounts influence the visibility of the aggregate and
skid resistance. Small amounts for clear coating product is
suggested.

Beginning usage amount - 1 to 2 heaping tea spoons per
mixed gallon of clear coat polyurea. Increase as needed.

Note: Before using this product on a project, make an
equivalent test to understand how much SSR Additive will
produce your desired results, then vary the amount used
per gallon for the resistance needed and visual appearance
required.

Application

When mixing A & B together for the coating application,
have the SSR ready (in the amount predetermined for the
amount of product to be mixed) to drop into the mixing A&B
in the mixing pail. Mix the A & B as usual.

Apply a thin coat of the product/aggregate blend in normal
fashion. It may be best to use thin coats when first working
with this product as a final coat may be used to complete
the finished look of the surface.

Shelf Life: n/a
Packaging: Quart Cans, approximately 1.9 Ibs

Limitations

Do not expose an open container of loose product to rain
or excessive moisture, keep container closed when not in
use. This product is for use by professional applicators
only. Wear Protective Clothing. Read MSDS before using
this product. ~ DOT/Flash Point - Non-flammable,
combustible dust in large amounts. Considered Nuisance
dust.



